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VIELE VERSCHIEDENE VERBINDERVARIANTEN MÖGLICH
CONTINUOUS LIGHTING SOLUTION AVAILABLE IN LENGTHS OF UP TO 15 M

PRODUKTMERKMALE
FEATURES

F L E X L E D  S M L

FEATURES

DURCHGEHENDE FLEXIBLE SEITENMARKIERUNGSLEUCHTE
FULL-LENGTH FLEXIBLE SIDE MARKER LAMP

INTEGRIERTER SEITLICHER RÜCKSTRAHLER GEMÄSS UNECE R150
INTEGRATED SIDE REFLECTOR IN ACCORDANCE WITH UNECE R150

SEHR FLACHE BAUWEISE
VERY FLAT DESIGN

ADR / ECE-KONFORM
ADR / ECE-COMPLIANT

IP 6K9K

SEITENMARKIERUNGSLEUCHTE
Sidemarker light

REFLEKTOR
REFLECTOR

EINFACHE INTEGRATION IN TRAILERPROFILE
EASY INTEGRATION INTO TRAILER PROFILES

ROLLENWARE FÜR EFFIZIENTE LOGISTIK UND MONTAGE
ROLL STOCK FOR EFFICIENT LOGISTICS AND ASSEMBLY

ADR
Zone 2

i
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FLEXLED SML

PROFILFARBE:
PROFILE COLOUR:

weiß
white

PROFILMATERIAL:
PROFILE MATERIAL:

TPU

ARBEITSTEMPERATURBEREICH:
WORKING TEMPERATURE RANGE:

-20°C - +50°C

LAGERTEMPERATURBEREICH:
STORAGE TEMPERATURE RANGE:

-40°C - +80°C

MONTAGETEMPERATURBEREICH:
MOUNTING  TEMPERATURE RANGE:

+10°C - +50°C

SPANNUNGSBEREICH VOLT:
VOLTAGE RANGE:

20 V - 33 VDC

NENNSPANNUNG VOLT:
NOMINAL VOLTAGE:

24 VDC

LEISTUNGSAUFNAHME BEI 
NENNSPANNUNG:
POWER CONSUMPTION AT 
NOMINAL VOLTAGE:

0.2 A pro Segment / 4,5 W pro Segment (24 V)
0.2 A for the Segment / 4,5 W for the Segment (24 V)

VERPOLSCHUTZ:
REVERSE POLARITY PROTECTION:

Ja
Yes

CHEMISCHE BESTÄNDIGKEIT:
CHEMICAL RESISTANCE:

Diesel, bleifreies Benzin, Auto-Waschchemikalien, Isopropylalkohol-Reiniger, Motoröl;
Diesel, petrol, truck wash chemicals, isopropyl alcohol cleaner, engine oil

SCHUTZART:
PROTECTION CLASS:

IP6K9K*

EMV-ZULASSUNG:
EMC APPROVAL:

                                       10R–07      7044

TYPGENEHMIGUNG 100MM :
TYPE APPROVAL:

                                 SM1 148R–01      1409
                                   IA  150R-01      0004

TYPGENEHMIGUNG 200MM :
TYPE APPROVAL:

                                 SM1 148R–01      1410
                                   IA  150R-01      0004

ADR-TEST
ADR-TEST

ADR Zone 2

TECHNISCHE DATEN
TECHNICAL FACTS

*abhängig Anschluss
*depending on connector

PROFILABMESSUNGEN
PROFILE MEASUREMENTS

A -A

Level Zone ECI Nº. Revision note Date Designed Checked

Auto CAD 2023

CRI INDEX                                              > N/A

RoHS

Asp. Code
Customer

Identification
Number

L
(length)

L
tolerance

Effective
color temp.

Cable
length

tolerance

Nominal
voltage Output Connectors

30-7200-007 --- 13.410mm +10/-5mm amber CP_04-2_Toleranzen
Verkabelungsprodukte DC24V ?W/m EA

Part
Number

Dimensions
in mm

 Transmittal, reproduction, dissemination and/or editing of this document as well as utilization of its contents and
 communication there of to others without express authorization are prohibited. Offenders will be held liable for
 payment of damages. All rights created by patent grant or registration of a utility model or design patent are reserved.

Level Sheet
Business Unit
Drawing Nr. Tolerance Weight Scale

DRAFT Designed by Checked by Approved by
Test dimension  (SPC) Unfinished dimension DIN 406-10 Surface quality ISO 1302

Auxiliary dimension DIN 406-10 Theoretical dimension ISO 1101

Designation Project number
Leidinger Sabine 2025/03/07 Strubreiter Daniel 2025/03/.. Grininger David 2025/03/..

FlexLED SML 24V 5x10cm 20cm refl. 13,5m
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Homologation description
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XXXX
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Label

(3)
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(3
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(2)

(6)RoHS
Article-Nr: 30-7200-007

QC
PASSED

Customer ID: ---
IP code: IP6K9K
Voltage: DC24V
Length: 13.410mm

Production Ord: DD.MM.YYYY

E
2

Detail Label Description
Scale:   1:1

4

FlexLED SML 24V 5x10cm 20cm refl. 13,5m

10R
-06 XXXX

FlexLED:

function wire colour
Masse

GND
weiss

white

+VDC
+VDC

braun
brown

1
2

Supply cable

Label

Wedge

Profil

Potting

PCB

Wedge

RetroReflective Tape

SSeal male terminal housing
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BEST. NR OEM
PART NO OEM

VERSION
ANZAHL SML 
NUMBER OF SML

SML LÄNGE 
SML LENGTH

LED BAND LÄNGE
LED STRIP LENGTH

KABEL 
CABLE

30-7201-007 [A] 5x 20 cm 13,50 m
0,50 m Superseal 2p.  

30-7201-017 [A] 8x 20 cm 13,50 m
0,50 m Superseal 2p. 

BEST. NR OEM
PART NO OEM

VERSION
ANZAHL SML 
NUMBER OF SML

SML LÄNGE 
SML LENGTH

LED BAND LÄNGE
LED STRIP LENGTH

KABEL 
CABLE

30-7200-007 [B] 5x 10 cm 13,50 m
0,50 m Superseal 2p. 

30-7200-017 [B] 8x 10 cm 13,50 m
0,50 m Superseal 2p.  
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Level Zone ECI Nº. Revision note Date Designed Checked

Auto CAD 2023

CRI INDEX                                              > N/A
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Asp. Code
Customer

Identification
Number

L
(length)

L
tolerance

Effective
color temp.

Cable
length

tolerance

Nominal
voltage Output Connectors

30-7201-007 --- 13.410mm +10/-5mm amber CP_04-2_Toleranzen
Verkabelungsprodukte DC24V ?W/m EA

Part
Number

Dimensions
in mm

 Transmittal, reproduction, dissemination and/or editing of this document as well as utilization of its contents and
 communication there of to others without express authorization are prohibited. Offenders will be held liable for
 payment of damages. All rights created by patent grant or registration of a utility model or design patent are reserved.

Level Sheet
Business Unit
Drawing Nr. Tolerance Weight Scale

DRAFT Designed by Checked by Approved by
Test dimension  (SPC) Unfinished dimension DIN 406-10 Surface quality ISO 1302

Auxiliary dimension DIN 406-10 Theoretical dimension ISO 1101

Designation Project number
Leidinger Sabine 2025/03/07 Strubreiter Daniel 2025/03/.. Grininger David 2025/03/..
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Homologation description
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Section view
cable

Scale:  4:1

Ø1.5

Section view A-A
Scale:  4:1
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Profil

Potting
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(6)RoHS
Article-Nr: 30-7201-007

QC
PASSED

Customer ID: ---
IP code: IP6K9K
Voltage: DC24V
Length: 13.410mm

Production Ord: DD.MM.YYYY
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Detail Label Description
Scale:   1:1
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FlexLED SML 24V 5x20cm 20cm refl. 13,5m

10R
-06 XXXX

FlexLED:

function wire colour
Masse

GND
weiss

white

+VDC
+VDC

braun
brown

Label

1
2

Supply cable

Label

Wedge

Profil

Potting

PCB

Wedge

RetroReflective Tape

SSeal male terminal housing
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Level Zone ECI Nº. Revision note Date Designed Checked

Auto CAD 2023

CRI INDEX                                              > N/A
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Effective
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30-7201-017 --- 13.410mm +10/-5mm amber CP_04-2_Toleranzen
Verkabelungsprodukte DC24V ?W/m EA

Part
Number

Dimensions
in mm
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Level Sheet
Business Unit
Drawing Nr. Tolerance Weight Scale

DRAFT Designed by Checked by Approved by
Test dimension  (SPC) Unfinished dimension DIN 406-10 Surface quality ISO 1302

Auxiliary dimension DIN 406-10 Theoretical dimension ISO 1101

Designation Project number
Leidinger Sabine 2025/03/07 Strubreiter Daniel 2025/03/.. Grininger David 2025/03/..
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Section view
cable

Scale:  4:1
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Section view A-A
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Article-Nr: 30-7201-017
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PASSED

Customer ID: ---
IP code: IP6K9K
Voltage: DC24V
Length: 13.410mm

Production Ord: DD.MM.YYYY
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Detail Label Description
Scale:   1:1
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FlexLED SML 24V 8x20cm 20cm refl. 13,5m

10R
-06 XXXX

Label

FlexLED:

function wire colour
Masse

GND
weiss

white

+VDC
+VDC

braun
brown

1
2

Supply cable

Label

Wedge

Profil

Potting

PCB

Wedge

RetroReflective Tape

SSeal male terminal housing

[B]

9301500 1500

QTY Item Designation Part Number Lev. Material / Specification / Theoretical weight

1 1  Profile Medium Flat Outdoor white 15-5792-297 R02  TPU

1 2  Potting 2 15-1430-067 R01  Resin

1 3  Potting 1 15-1430-047 R01  Hardener

1 4  3M™ double-sided adhesive tape (11mm) 10-0291-127 R01  Thickness 0,17mm, protective film not removed

1 5  SML PCBA 1x20cm 20cm reflector - 883mm 30-0900-197 R01  Length "L" in table - Einschub

1 6  Label 10-0240-007 R01  Paper w. self adhesive glue, 60x36, white, 1g

2 7  Supply cable 2x0,5mm² 1540mm 25/35 OE 71-0353-287 R01  2x0,5mm², Cable length "X" in table

2 8  Wedge Medium-Flat PCB oval 15-5281-597 R01  TPU white

2 9*  Retro-Reflective Tape ECE R150 (11mm) 15-5447-007 R01  Retro-Reflective Tape

PCB
(length)

[mm]

883

Level Zone ECI Nº. Revision note Date Designed Checked

Auto CAD 2023

CRI INDEX                                              > N/A

RoHS

Asp. Code
Customer

Identification
Number

L
tolerance

Effective
color temp.

Cable
length

tolerance

Nominal
voltage Output Connectors

30-7201-027 --- ±10mm amber CP_04-2_Toleranzen
Verkabelungsprodukte DC24V ?W/m OE

Part
Number

Dimensions
in mm

 Transmittal, reproduction, dissemination and/or editing of this document as well as utilization of its contents and
 communication there of to others without express authorization are prohibited. Offenders will be held liable for
 payment of damages. All rights created by patent grant or registration of a utility model or design patent are reserved.

Level Sheet
Business Unit
Drawing Nr. Tolerance Weight Scale

DRAFT Designed by Checked by Approved by
Test dimension  (SPC) Unfinished dimension DIN 406-10 Surface quality ISO 1302

Auxiliary dimension DIN 406-10 Theoretical dimension ISO 1101

Designation Project number
Leidinger Sabine 2025/08/25 Strubreiter Daniel 2026/06/11 Enzlmüller Manuel 2026/06/11
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Section view
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Section view A-A
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FlexLED:

function wire colour
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Homologation description
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Article-Nr: 30-7201-027
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PASSEDColor: amber

Length: 1 410mm
Production Ord:

DD.MM.YYYY
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Detail Label Description
Scale:   1:1
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Voltage: DC24V

10R
-07 7044

930 1500

QTY Item Designation Part Number Lev. Material / Specification / Theoretical weight

1 1  Profile Medium Flat Outdoor white 15-5792-297 R02  TPU

1 2  Potting 2 15-1430-067 R01  Resin

1 3  Potting 1 15-1430-047 R01  Hardener

1 4  3M™ double-sided adhesive tape (11mm) 10-0291-127 R01  Thickness 0,17mm, protective film not removed

1 5  SML PCBA 1x20cm 20cm reflector - 883mm 30-0900-197 R01  Length "L" in table - Einschub

1 6  Label 10-0240-007 R01  Paper w. self adhesive glue, 60x36, white, 1g

1 7  Supply cable 2x0,5mm² 1540mm 25/35 OE 71-0353-287 R01  2x0,5mm², Cable length "X" in table

1 8  Wedge Medium-Flat PCB oval 15-5281-597 R01  TPU white

1 9  Wedge Medium-Flat PCB closed 15-5281-587 R01  TPU white

2 10*  Retro-Reflective Tape ECE R150 (11mm) 15-5447-007 R01  Retro-Reflective Tape

PCB
(length)

[mm]
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Level Zone ECI Nº. Revision note Date Designed Checked

Auto CAD 2023

CRI INDEX                                              > N/A
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30-7201-037 --- ±10mm amber CP_04-2_Toleranzen
Verkabelungsprodukte DC24V ?W/m OE
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Number

Dimensions
in mm
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Level Sheet
Business Unit
Drawing Nr. Tolerance Weight Scale

DRAFT Designed by Checked by Approved by
Test dimension  (SPC) Unfinished dimension DIN 406-10 Surface quality ISO 1302

Auxiliary dimension DIN 406-10 Theoretical dimension ISO 1101
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Section view
cable

Scale:  4:1

Ø1.5

Section view A-A
Scale:  4:1
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Profil

Potting
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Detail View A
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Detail View B
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* bereits auf der LED-PCB montiert
* already mounted on the LED-PCB

Label

7

6

9

1

5

23

4

8

10

FlexLED:

function wire colour
Masse

GND
weiss

white

+VDC
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H.2

(3)
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(3
6)
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(6)RoHS
Article-Nr: 30-7201-037

QC
PASSEDColor: amber

Length: 1 410mm
Production Ord:
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Voltage: DC24V

10R
-07 7044

Homologation description

H.1

E24
1410

148R
01

SM1

E24
0004

150R
01

IA

H.2 E24
7044

10R
07

BEST. NR OEM
PART NO OEM

VERSION
ANZAHL SML 
NUMBER OF SML

SML LÄNGE 
SML LENGTH

LED BAND LÄNGE
LED STRIP LENGTH

KABEL 
CABLE

30-7201-027 [C] 1x 20 cm 0,93 m 2x 1,5 m oe

30-7201-037 [D] 1x 20 cm 0,93 m 1x 1,5 m oe

[C]

[D]


